
Power
Pumps: Boiler Feed; Condensate; 
Hot Water Circulation; Heater Drain. 
Sootblowers
Valves: Lube Oil; LP Steam Turbine; 
Condensate Line Valves; All Manually 
Operated Valves.

Pulp & Paper
White and Green Liquor; 
High and Low Density Stock; Refiners, 
Agitators and Mixers; Hydropulpers; 
High and Low Pressure Feeders; 
Power Recovery Unit Steam Valves; 
Condensate and Boiler Feed Pumps.

Refineries & 
Chemical Plants
All Manually Operated Block Valves–
3 YEAR EMISSIONS GUARANTEE
AVAILABLE ON 1400 with 477-1 End Rings.
Also...
Wastewater Treatment;
Sugar Plants; Marine Services.

1400R adds structural carbon 
fiber reinforcement, for use as 
anti-extrusion end rings or complete 
sets in higher pressures

1400 forms a homogeneous mass under 
gland pressure, so that leakage cannot 
penetrate the set

Self-lubricating, to eliminate shaft or stem 
scoring and extend packing life

Exclusive construction for plantwide use in 
pumps and valves  

Reduces pump flush water use

1400 offers guaranteed emissions control 
capability in valves

1400R/1400™

Pump&Valve 
GraphiteTape Packing

Easy 
to use...
Easy
to remove
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DISTRIBUTED BY:
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KEY
A – Size/Inches
B – Size/Millimeters
C – Packaged ± 10% Lbs.
D – Packaged ± 10% Kg.

E – Reorder Product No.
F – Lengths per Weight Ft/Lb.
G – Lengths per Weight M/Kg.
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Technical Data
1400R/1400 TEMPERATURE LIMIT:

1200°F (650°C) steam service.
850°F (430°C) oxidizing atmosphere.

1400R PRESSURE LIMIT:
4000 psi (275 bar)* valves.
200 psi (15 bar)* pumps.

1400 PRESSURE LIMIT:
1200 psi (85 bar).
2500 psi (175 bar) with end rings.

1400R/1400 CHEMICAL RESISTANCE:
pH 0 -14 except oleum, fuming nitric acid and aqua regia.

*For pressures above 3600 psi (250 bar) contact A.W. Chesterton Application Engineering.

1400 is a CHESTERTON trademark.

A.W.CHESTERTON CO.
Middlesex Industrial Park, 225 Fallon Road
Stoneham, Massachusetts 02180-9101 USA
Telephone: 781-438-7000 
Fax: 781-438-8971
www.chesterton.com
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